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Contact Resistance:20mf Max,

Insulation Resistance:300MQ Min,

Withstanding Veltage:500V AC/DC.

Mechanical :

Contact Material:Brass(SQ 0.50mm) .

Contact Plating:Au or Sn Over Ni.

Insulator Material:Polyester UL94V-0.

Standard:PAST.

Environmental:

Operating Temp Range:—40C~+105TC.

Max. Processing Temp:+230°C for 30~60 Seconds.
+260°C for 10 Seconds C

Ordering Code:
3220-XX S XX X LAO
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06=6P 26=26P || G0=Gold Flash Material

08=8P 28=28P (| G1=3u” Gold A=BK-PBT

10-10P 30=30F || G2=5u” Gold B=BE-PAGT

12=12P 32=32F (| G3=10U"Gold C=BE-PAST

14=14P 34=34F (| G4=15U"Gold D=BK-LCP

16=16P 40~40P (| G5=30U"Gold G=GY-PBT B
18=18P 44=44F || 50=GoldFlash/Tin || H=GY-PAGT

20~20P 50=50P || 5N=Tin

22-22P 60-60P || SM=Matte tin
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Contact Resistance:20mf Max,
Insulation Resistance:800MQ Min.
Withstanding Veltage:500V AC/DC.
Mechanical :

Contact Material:Brass(SQ 0.50mm) .

Contact Plating:Au or Sn Over Ni.

Insulator Material:Polyester UL94V-0.

Standard:PAST.

Environmental:

Operating Temp Range:—40C~+105TC.

Max. Processing Temp:+230°C for 30~60 Seconds.
+260°C for 10 Seconds C
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14=14P 34=34P || G4=15U"Gold D=BK-LCP
16=16P 40~40P || G5=30U"Gold G=GY-PBT B
18=18P 44=44P || S0=GoldFlash/Tin|| H=GY-PAGT
20=20P 50=50P || SN=Tin
22=22P 60=60P || SM=Matte tin
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